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Fractals are encountered time and again in nature. From rain forests
where the distribution of length for branches in a single tree replicates,
at a smaller scale, that of the height for trees in the forest to patterns ofhttp://creativecommons.org/licenses/by-nc-nd/4.0/).
2 A.S. Fallah et al. / Materials and Design 164 (2019) 107560alluvial deposits subsequent to river formation where fractal ramifica-
tion is encountered and from arrangement of healthy blood vessels in
human body to geometry of vegetables, microstructure of lung airbags,
fluid motion during cloud formation, occurrence of storm in weather
systems, geometry of plants and flowers, pattern of heartbeats, spacing
of noise in telecommunication, and scaling problems in animal king-
dom. In all these cases fractals are solutions natural selection has
comeupwith, but despite this fact, a satisfactory theory of fractal geom-
etry was missing until the seminal works of Benoit Mandelbrot on the
subject (see e.g. [1,2]). While the basic underlying principle is ‘shrink
the size and repeat’ the resulting structure can be intricate enough to
render it possible as the solution to a highly sophisticated nonlinear
problem. If simple iterative procedures could provide the necessary so-
lution, as the feedback loop could for the case of van Koch's snowflake
[3] or in order to create the Mandelbrot set in the complex plane [4], it
would be unnecessary to look for alternative solutions. Furthermore, it
was shown in some cases fractals were not merely a solution but the
only solution to a problem (see e.g. [5,6]).
These and other works in the field [7–10] led engineers in the direc-
tion of replicating nature and designing systems based on the fractal ge-
ometry. The revolution started in the field of electromagnetics and led
to a breakthrough in telecommunication. Hohlfeld and Cohen [6]
showed, for an antenna, fractals are the only solution toMaxwell's equa-
tions, a proposition which made mobile technology a theoretical possi-
bility and subsequently a reality. The keyfindingwas that not only could
using fractals shrink the size but could make the antenna efficient in re-
ceiving signals of a wider spectrum of frequencies. This was essential in
white noise detection as a very wide range of frequencies could be cap-
tured. First fractal antennas were successfully made and tested [10].
Given the mechanical-electrical analogy known for over a century
(e.g. see Kron's extensive discussions of the topic ([11,12])) it is
conjectured that fractal hyper-lattices are identified with unique char-
acteristics, not readily available in unstructured media or ordinary lat-
tices, and render it possible to increase the power of detection when
mechanical waves of wide spectrum are concerned. While a solid me-
dium can detect a wide range of frequencies there are two problems in-
trinsically involved for which an alternative solution must be sought:
(1) a solidmedium ismuch heavier than a fractal lattice andnot suitable
in weight-sensitive applications, and (2) there is no control over which
frequencies must lie in the pass- or stop-bands for a solid medium. The
weight/cost and tailorability issues may be solved through proposing a
fractal or pseudo-fractal hyper-lattice.
The term ‘hyper-lattice’ is coined here to emphasise the fact that the
internal micro-structure of the unit cell is a pseudo-fractal and pos-
sesses a structural arrangement comparable to that of a lattice, in itself.
The proposed microstructure is not exactly a fractal (thus the prefix
‘pseudo’) as its dimension is not fractional (it is exactly 2 unlike a fractal
whichmust possess a fractional dimension, as Sierpinski triangle which
has the dimension of 1.585), however, it is generated through the same
iterative procedures used to generate fractals (shrink and repeat). Fur-
thermore, in the proposed arrangement each pseudo-fractal unit cell
is repeated as its points are assigned to those of a substratum lattice.
As phonons propagate through a latticed medium there are intervals
of frequency over which the waves may not propagate. These are
known as ‘phononic bandgaps’ or ‘stopbands’ and have been studied ex-
tensively by researchers in the field when analysing wave propagation
in lattices [13–17] or phononic metamaterials [18–23]. As far as fractals
are concerned, very few studies have been conducted onwave propaga-
tion in phononic fractals [24–28].
Theoretical and Computational studies in the field are limited, to
mention a few that do deal with the problem, Song et al. [27] studied
broadband fractal acoustic metamaterials for low-frequency sound at-
tenuation. Low frequency sound attenuation in a subwavelength
space is an interesting and challenging problem since the absorbers
and the diffusers have to be thick enough to absorb or perturb the
wave fronts due to the relatively long wavelengths. Their proposedfractal metamaterial provides a possible alternative for various applica-
tions such as noise attenuation and for anechoic materials. In another
study, Ding et al. [26] looked into simultaneous realisation of slow and
fast acoustic waves using the fractal structure of Koch curve. They de-
signed an acoustic metamaterial based on a fractal structure, the Koch
curve, to this end. Motivated by the encouraging results in the realm
of electromagnetism and by the achievements in the control of electro-
magneticwaves and light, variantmethodswere adopted tomanipulate
the transmissions of acoustic waves. For instance, structures with
labyrinthic or helical paths were used to slow down the propagations
of acoustic waves on the basis of phase shifts originating from the trans-
missions along the curved and lengthened paths [29–34], which have
exhibited their potential in sound blocking [30,31], directional sensing
[32], broadband attenuation [33], and topological insulation [34]. Simi-
lar to labyrinthic structures, fractal structures, as the Koch curve [35,36],
Sierpinski fractal [37,38], and Hilbert curve [39,40] were used tomanip-
ulate the transmissions of waves, which have been likewise widely
adopted in electromagnetic metamaterials to obtain high impedance
surfaces, broadband polarization, insensitive absorption, harmonic
waves suppression, and directivity enhancement.
In another study, Song et al. [33] investigated a broadband focusing
acoustic lens based on fractal metamaterials. Due to the self-similar
properties of the proposed structure, broadband acoustic response
may arisewithin a broad frequency range,making it a feasible candidate
for a number of applications, such as super-resolution imaging and
acoustic tunnelling. A flat acoustic lens was designed and experimen-
tally verified using this approach, showing excellent focusing abilities
for a range of frequencies between 2 kHz and 5 kHz of themeasured re-
sults. Fractal labyrinthine acoustic metamaterial in planar lattices were
studied by Liu et al. [34]. Through adapting the concept of Mie reso-
nance of dielectric nanoparticle to the acoustic material, a new type of
metamaterial, marked as the labyrinthine acoustic metamaterial, was
developed (Christensen and Abajo [41], Liang and Li [42], Li et al. [43],
Xie et al. [44], and Castiñeira-Ibáñez et al. [45]). In the labyrinthine
acoustic metamaterial, the sound wave propagates along the zigzag
channels but not along straight lines, thus the propagation length of
the sound wave can be significantly multiplied depending on the
angle of zigzag folding onto itself. In otherwords, compared to the back-
ground medium, the effective sound speed in the labyrinthine acoustic
metamaterial is ultraslow. The labyrinthine acoustic metamaterials
with ultraslow sound speed exhibit an extremely low absorption loss
and a highly stable shape, which significantly extend our ability to con-
trol features of soundwaves (such as the high reflection [41,42] and the
negative refraction [43,44,46]). Acoustic metamaterials with fractal
coiling up space for sound blocking in a deep subwavelength scale
were studied by Xia et al. [44].
Recently, illuminated by fractal structures/composites, some hierar-
chical photonic/phononic crystals with fractal architectures have been
investigated. Wen et al. [47] developed a series of planar conducting
fractals with self-similar resonances to yield multiple bandgaps of elec-
tromagnetic waves. Chen et al. [48] proposed a microstrip filter with H-
shaped fractals to producemultiple bandgaps and passbands of electro-
magneticwaves.Miyamaru et al. [49] demonstrated that H-shaped frac-
tal structures presented a red shift in the resonant frequency with the
increase of the fractal level. Hou et al. [50] fabricated a subwavelength
photonic crystal using 3D metallic H-shaped fractals and investigated
the hybridization between Bragg scattering and local resonance.
Dupre et al. [51] proved that Hilbert fractal resonator alongside time re-
versal could be used to focus microwaves from a far field. Kuo and Pi-
azza [52] experimentally verified that the fractal geometry could
increase the operating frequency of the bandgap. Liu et al. [53] system-
atically investigated the effects of the T-shaped fractal holes on the band
structure of a two-dimensional phononic crystal. Lim et al. [54] numer-
ically and experimentally investigated the influence of fractal hierarchy
on the transmission of elastic wave in a self-similar fractal beam lattice.
Chen andWang [55,56] investigated the propagation of elastic waves in
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the soft organic phases. Zhang and To [57] demonstrated that the bio-
inspired hierarchical phononic crystal created wide bandgaps due
to its intrinsic multiscale periodicities. Mousanezhad et al. [58]
highlighted that the hierarchy of the two-dimensional fractal-like
honeycomb phononic crystal could shift the first-order bandgap to
lower frequencies.
In summary, these works suggest it is possible to create an acoustic
metamaterial based on a fractal structure, such as the Koch curve, and
establish a theoretical model to describe the acoustic transmission in
the structure resembling an arbitrary order Koch curve. The structure
may produce slow acoustic waves and fast waves even with negative
group velocities on the basis of different physical mechanisms. Several
related phenomena are conceivable, for instance, the resonance of the
quasi-Koch-curve structure first traps the acoustic energy in the com-
plex loop and creates a slow wave. Additionally, due to the destructive
interference originating from acoustic waves travelling along different
paths, a negative group velocity is realized. Therefore, multiple trans-
mission paths for acoustic waves are produced based on one simple
structure, and thus, diverse group velocities are achieved owing to the
interaction of acoustic waves transmitting along different paths, which
can be applied in the fields requiring the manipulation of acoustic
transmissions.
In the present work, we first define the normalised geometry for a
simple two-dimensional skeletal pseudo-fractal lattice unit cell
(Section 2) and go on to define, based on this unit cell, the hyper-
lattice structure. Then starting from the smallest element, the finite
element model of the beam elements used in the model is formu-
lated using the exact Timoshenko beam model thus the arbitrary n-
th order pseudo-fractal hyper-lattice is exactly defined in Section 3.
In Section 4 the lattice problem is formulated, the periodic boundary
conditions (PBCs) are imposed on the unit cell and the eigenvalue
problem is constructed using Floquet-Bloch's principle. Follow-up
analyses are conducted to derive the dispersion surfaces for the
phononic hyper-lattice in Section 5 and the dependencies on param-
eters are expounded. Since analytical solutions are derived for the
case of k = 0 (centre of the Brillouin zone (BZ)) the size of the
gaps could be controlled using the dependencies on parameters de-
fining the points of intersection of dispersion surfaces and the verti-
cal frequency line. The study is concluded in Section 6.
2. The pseudo-fractal hyper-lattice structure
Considering a Bravais lattice in ℝ2 its lattice points are generated
in two dimensions using a single reference point and two linearlyFig. 1. Pseudo-fractal lattices in the ascending order from left to right:independent translation (direction) vectors. Subsequently the lattice
points are assigned ‘the basis’which comprises a set of elements that
collectively characterise the unit cell of the lattice. In this way the en-
tire lattice structure is thus constructed. In the present study the unit
cell is assumed to be a square. The reasons for this choice are: (1) any
rectangular unit cell can be simply mapped onto the square unit cell
with a simple linear coordinate transformation, and (2) it was de-
duced, in a preliminary study, that the type of anisotropy due to dif-
ferent directional lattice constants is immaterial as far as the
morphology of dispersion surfaces or bandgapwidths are concerned.
It is therefore sufficient to focus on the square unit cell and expound
its microstructural arrangement. Fig. 1 shows the normalised unit
cell of the pseudo-fractal lattice of different orders. Starting from a
simple square (of order zero) and dividing it into half using the hor-
izontal bisector two similar upper and lower rectangles are gener-
ated. The upper rectangle should then be divided using a vertical
bisector. This gives rise to the first order pseudo-fractal unit cell
(Fig. 1 (left)). If the aforementioned process is repeated for the
upper squares, i.e. treating them as the original zeroth order rectan-
gle, it will lead to second, third, …, and nth order pseudo-fractals.
The process explained above gives rise to the generation of the unit
cell. Once the unit cell thus obtained is assigned as the basis to the points
of the substratum lattice the pseudo-fractal hyper-lattice is obtained.
Fig. 2(a) shows a schematic of such an arrangement while Fig. 2
(b) shows its unit cell.
Two important points must be clarified at the outset. First, it
must be mentioned that the structure thus obtained contains
microstructure. Thus if one wished to preserve its primary
dynamic characteristics while representing it using a continuum,
this could only be done using a generalized continuum theory
such as the micropolar [59], micromorphic [60], Cosserat
[61,62] or another generalized continuum theory. Second, the
heterogeneity and anisotropy of the unit cell give rise to global
anisotropy. Given the lattice constants in the two directions are
the same this can be termed ‘intrinsic’ anisotropy and manifests
itself in pseudo-fractals of the first order and above. Extrinsic
anisotropy due to different directional lattice constants, on the
other hand, is present even for zeroth order lattices. It is there-
fore essential to consider this in any continuum formulation
used to simulate the problem. As for heterogeneity, macro-
heterogeneity is not necessarily obtained as a consequence of
micro-heterogeneity as it can be conceived that as the ratio of
unit cell to lattice dimension vanishes so does heterogeneous ef-
fects and the entire medium can be assumed a homogeneous
one.first order (left), second order (middle), and third order (right).
Table 1










i a b c
1 (1− ξ)/2 0 0
2 0 (2A − 3Bξ + ξ3)/C (−3 + 3ξ2)/C
3 0 (A − ξ − Aξ2 + ξ3)/C (D− 2Aξ+3ξ2)/C
4 (1 + ξ)/2 0 0
5 0 (2A + 3Bξ − ξ3)/C (3 − 3ξ2)/C
6 0 (−A− ξ+ Aξ2 + ξ3)/C (D+ 2Aξ+3ξ2)/C
Fig. 3. The Timoshenko beam element used in the construction of the unit cell. The nodal degrees of freedom are shown by indexed letters corresponding to their displacement fields.
(a) (b)
Fig. 2. (a) The schematic of a pseudo-fractal lattice of an arbitrary order, (b) the unit cell for (a).
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The unit cell of the systemunder consideration is a rigid-jointed net-
work of Timoshenko beamswithout pre-stress. Each beam is character-
ized by displacements, x1(t), y1(t), x2(t), y2(t), and by angles of rotation
at its ends, θ1(t), θ2(t) – See Fig. 3 below. Thus, a deformed state of the
beam can be presented by the vector/column, u(t), with the dimension-
less components
u tð Þ ¼ x̂1 tð Þ; ŷ1 tð Þ; θ1 tð Þ; x̂2 tð Þ; ŷ2 tð Þ; θ2 tð Þf gT ð1Þ
where x̂1;2ðtÞ ¼ 2x1;2ðtÞ=L; ŷ1;2ðtÞ ¼ 2y1;2ðtÞ=L, where L is the length of
the beam.
For an arbitrary beam cross-section (marked with the letter M, see
Fig. 3) the displacements and angles of rotation can be described by
means of the shape-functions ai(ξ), bi(ξ), ci(ξ) and generalized coordi-
nates ui(t):
x ξ; tð Þ ¼ L
2
X
ai ξð Þui tð Þ;
y ξ; tð Þ ¼ L
2
X
bi ξð Þui tð Þ;
θ ξ; tð Þ ¼
X
сi ξð Þui tð Þ; i ¼ 1;2;…;6
ð2Þ
where ξ= 2l/L, and l is measured along the axis of the beam. The shape
functions are presented in Table 1.where E and G are the Young andshear modulus, respectively, χ= 5/6 is the shear correction factor used
in Timoshenko beam theory, and d is the width of the beam. In what fol-
lows, we shall assume=2 × 1012 g/(cm × s2); G=8 × 1011g/(cm × s2);
and the mass density ρ= 7.8 g/cm3 (the physical parameters for steel).
Using the D'Alembert-Lagrange principle (extended Hamilton
principle) we shall proceed to derive the equations of motion for
the system.












where I= Iz = d3/12 is the second moment (moment of inertia) of the
cross-section of the beam.
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andwhere the primes denote differentiationwith respect to the dimen-
sionless axial coordinate ξ.




















The fact that the kinetic energy is a mere function of generalized ve-
locities and not of generalized coordinates is due to the choice of Carte-
sian coordinates. If a general curvilinear coordinate system was chosen
the kinetic energy would be a function of generalized coordinates as
well as velocities. In any case the strain (potential) energy would be
only a function of generalized coordinates and kinetic energy's depen-
dence on generalized velocities is quadratic.
Strain and kinetic energy are the additive integrals of the motion.
The Lagrangian functional for the unit cell, Lcell, is therefore the sum of
the Lagrangian functions of the single beams that constitute it. If the
unit cell has an intricate structure of internal and bounding beams,
then the Lagrangian functions of these (bounding) beams must be
accounted for with the factor 1/2.
Below, it is convenient to operate with the displacements of the sin-
gle nodes, x̂m; ŷm; θm, contained in the unit cell (m=1, 2,…, N, where N
is the total number of the nodes) and with the corresponding vectors
are defined as:
vm ¼ x̂m; ŷm; θmf gT : ð11ÞThe two vectors, vm and vn, constitute the vector uðmnÞ ¼ f vmvn g that
describes the dynamics of the beam connecting nodes m and n.









¼ 0; i ¼ 1;2;3; m ¼ 1;2;…;N; ð12Þ
The equations of motion are reduced to the simple following form in
the case of propagating planar harmonic waves at a frequencyωwithin
the entire lattice:
−ω2Mv þ Κv ¼ 0 ð13Þ
where
v ¼ v1; v2;…; vNf gT ; ð14Þ
and whereM and K are the assembled global mass and stiffness matri-
ces of the unit cell, respectively.
In accordance with Floquet-Bloch's theorem, the linear dependen-
cies exist among the vectors vm associated with the bounding nodes
of the unit cell. If for two such l− and j−nodes the relative position,
Δr = rl − rj, is equal to a lattice translation vector, a, then vl = vj exp
(ika), where k is the wave vector. A similar relation exists when the
original position of two points is apart by an integer multiple of a.
Thus, the vector v can be represented in the form:
v ¼ T kð Þv̂: ð15Þ
The T(k)-matrix size is 3N  3N̂, where N̂ is the number of the linear
independent vectors within the set {v1,v2,…,vN} that form the com-
bined 3N̂-dimensional vector v̂.
Finally, the investigation of the acoustic properties of the 2D-system
reduces to calculating all of the eigenvalues and eigenvectors of a gener-
alized eigen-system as follows:
ω2 THMT
 
v̂ ¼ THΚT v̂ ð16Þ
where TH is the Hermitian transposed matrix of T(k).
Below, the normalised frequency is presented in the unit of ð 4E
ρL20
Þ1=2,
where L0 is the unit of length.
4. Analysis of the unit cell
Subsequent to imposition of periodic boundary conditions (PBC's) a
unit cell could be studied for eigenfrequencies and eigenmodes. As an
example, preliminary numerical studies using the Finite Element (FE)
software ABAQUS were conducted on the unit cell of the first order
pseudo-fractal and the schematic of the results for eigenmodes 1–12
are shown in Fig. 3.
Such studies, important as they may be, do not provide the full pic-
ture of phononic dispersion in the hyper-lattice. To gain an understand-
ing of themorphology of dispersion surfaces aswell as band structure in
an infinite lattice, analytical studies using Floquet-Bloch's principle
must be conducted. This principle asserts the fact that when waves
without attenuation propagate in an infinite lattice created through
the tessellation of repetitive identical units, the change in complex
wave amplitude across a unit cell is not contingent upon the position
of that cell. In other words, if the difference in the radius vectors be-
tween two points 1 and 2, Δ r!¼ r!2− r!1, that are situated at the unit
cell boundary is equal to some vector of the translational symmetry,
then the corresponding amplitudes, A1, A2, differ from each other by
only the phase factor expði k!Δ r!Þ: A2 ¼ A1 expði k
!
Δ r!Þ, where k! is
6 A.S. Fallah et al. / Materials and Design 164 (2019) 107560the wave vector. Thus, one can obtain the characteristics of phononic
dispersion by focusing on a unit cell (Fig. 4).
In order to obtain a unit cell one can rely on intuition or use a more
systematicway of doing so as recommended by the literature [63]. Once
the unit cell is transformed onto its reciprocal in the k-space the first
Brillouin zone (BZ) is obtained. Depending on the nature of symmetries
the irreducible Brillouin zone (IBZ) can be deduced which is the mini-
mal area to be studied for phononic dispersion. If the edges of the IBZ
are traversed the band structure is obtained whereas if themorphology
of dispersion surfaces is of concern the area of IBZ must be taken into
account.
As the full account is of interest in the present work the following
section deals with the derivation of dispersion surfaces using IBZ. InFig. 4. The schematic of the eigenmodes for the first 12 natural modes of the unit cell in ththe sequel we use the terms ‘frequency surface’ and ‘dispersion surface’
interchangeably.5. Derivation of dispersion surfaces for the pseudo-fractal hyper-
lattice
We embark upon our study of phononic dispersion in this class of
structures under consideration by considering the simplest case of the
non-fractal lattice (zeroth order pseudo-fractal hyper-lattice). The rea-
sons are: 1) this is a suitable point of departure for the more compli-
cated cases, 2) this provides a basis for comparison of results and the
distinctive features of a hyper-lattice, and 3) the formulation wille lattice. The undeformed (initial) configuration is depicted on the upper left corner.
Fig. 5. The simple square lattice (zeroth order pseudo-fractal hyper-lattice).
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pseudo-fractals.
The unit cell consists of the beams ab, bc, cd, da (see Fig. 5). If the nu-
merical model operates only with the main nodes a, b, c, d (displace-
ments of which are equal to x̂p; ŷp and θ̂p , where θ̂p is the rotation
angle at the nodes p = a, b, c, d), then a couple of the acoustic modes
and the single optical mode can be excited. The optical mode at the cen-
ter of the Brillouin zone corresponds to in-phase rotations (x̂p ¼ 0; ŷp ¼
0) of the a, b, c, d -nodes followed with S-like bends of the beams.
As a closer approximation to the real situation and in order to de-
scribe acoustic properties of the system correctly, each of the beamsFig. 6.Deformations of the unit cells if the optical modes are excited (results of the numerical m
modes can be oriented along X- and Y-axes identically (only X-polarization is shown there).must be considered as a sequential assembly of m sub-beams which is
equivalent to re-meshing in a commercial FE package. The simplest pro-
cedure to achieve this is to introduce a set of intermediate “nodes” as it
is shown in Fig. 5. In this the so called 1/2-approach (m= 2) the corre-
sponding system for the eight beams dynamics (a− 1, 1− b, b− 2,…,
4− a) has only nine independent variables (for instance, x̂p; ŷp, θ̂p at the
nodes a, 1 and 4). So, we can define nine dispersionω(k)-surfaces (two.
acoustic modes and seven optical modes). Visually, the optical mode
oscillations at k = 0 are shown in Fig. 6.
The twice degenerated mode A corresponds to horizontal/vertical
displacements of the horizontal/vertical beams as a single entity. Simul-
taneously, the vertical/horizontal beams bend in anti-phase to these os-
cillations. Mode B was discussed above. It is the only optical mode that
can be described in the simple approach without dividing the beams
into a set of sub-beams. The next “new” mode C is anti-phase rotation
of the intermediate nodes 1,3 relative to 2,4-nodes, when the basic
nodes a, b, c, d stay motionless. The frequency of in-phase rotations of
all nodes (mode D) is higher than that of the C-mode (in D-mode, the
effective “wave length” of transverse bends is shorter). The twice
degenerated higher mode E reminds one of the low frequency mode A
but in this E-mode, opposite to A-mode, the horizontal/vertical beams
move not as a single entity because of exciting the longitudinal standing
wave in those modes. The first five optical surfaces are shown in Fig. 7a.
It is obvious that with increasing the parameterm the total number
of degrees-of-freedom and frequency surfaces FS increases and is equal
to N=3(2m− 1); the total number of the optical surfaces is Nopt=6m
− 5. In Fig. 7a, the five lowest optical FS-s correspond tomodes A (twice
degenerated), and B, C, D (Fig. 6) at k=0. Apparently, these modes can
also be excited at the centre of the Brillouin zone in the¼-approach (i.e.
m= 4). One can see identical frequency surfaces in Fig. 7b but the cor-
responding frequencies, ω1, 2, 3, 4, 7(k = 0), are lower than these in the
½-approach (in Fig. 7a and Fig. 7b these modes are equally coloured).
The reason is that the effective stiffness of the basic beams decreases
with increasing the number of sub-beams and converges to the actual
value. The frequency surfaces 5,6,8 in the Fig. 7b are based on the new
twice degenerated mode A2 and single mode C2 (See Fig. 8) that areodel). Both the A- and E-types of oscillations are twice degenerated at k=0 because these
Fig. 7. The lower optical frequency surfaces form=2 (A) andm=4 (B).Nopt(m=2)=7 andNopt(m=4)=19. In the Fig. 7a, the twoupper optical frequency surfaces based on the twice
degenerated mode E (See Fig. 6) are not shown.
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Fig. 6). This wedging-in of the additional mode between the previously
existing modes results in the appearance of classical analogy to the
quantum energy levels repulsion. This repulsion flattens the frequency
surfaces, which is especially displayed by the flattening of the 4th and
5th surfaces (yellow, green in Fig. 7a) when the parameterm increases
(Fig. 7b).
In both the 1/2 - and 1/4 –approach the sets of the frequency-
surfaces (See Fig. 7) look like a result of intersections of some acoustic
modes (ω~k; see the red line in Fig. 7a) with relatively flat optical
modes, which are followed with breaking up these surfaces at theA2                                                 
Fig. 8.The examples of characteristic deformations of the unit cell at k=0 that appear in the¼-
modes A and C shown in Fig. 6 but with the higher frequency order (lower “wavelength” for tzone of the intersection as the result of the level repulsion mentioned
above (See [20] for a full account of such phenomena). Neighboring sur-
faces can touch each other only at single points.
Increasing the parameterm (by satisfying the inequality L/m≫ d) re-
sults in a closer approach to the real spectrum of oscillation (discrete at
any wave vector k) with the highest frequency growing. However, as
one can see in Fig. 9, frequency gaps appear at high frequency area
and there are frequency surfaces that have the same frequency pass
band. Moreover, the square lattice is a rather symmetrical structure,
which gives rise to many rotation modes (See, for instance, B,C,D-
modes in Fig. 6 and C2-mode in Fig. 7) without (or almost without)            C2
approach and are not observed in the½- approach. TheA2- and C2-modes are analogous to
he transverse basic beam oscillations).
Fig. 11. The pass bands spectra in the 1/4- approach. The results for the initial square
lattice (a-olive) shown in Fig. 9, for the pseudo-fractal structures of type I (b-blue), there
are 33 frequency surfaces and for type II (c-red) 39 frequency surfaces.
Fig. 9. The frequencies pass bands spectra in the 1/2-approach se (blue) and 1/4- approach
(olive). The length of the basic beams, L, is equal to 8, the width, d, equals 0.2. For each
frequency-surface the pass band ωmin ≤ ω ≤ ωmax is marked with the corresponding
horizontal length.
9A.S. Fallah et al. / Materials and Design 164 (2019) 107560displacements of the main nodes of the lattice. These modes dominate
at k = 0 (see the frequency-surfaces 8 in Fig. 7b, for instance) and are
hard to be excited. Thus, the square lattice is not an appropriate system
when regarded as an element of detectability e.g. a sensitive sensor.
More promising are the structural arrangements which are non-
symmetrical fractal-like (pseudo-fractal) lattices based on square
units – See Fig. 10.
where nFS−level is the number of frequency surfaces, ω ¼ ωnð k!Þ,
assigned in the ascending order, ωnþ1ð k!¼ 0Þ≥ωnð k!¼ 0Þ, n ¼ 1;2;3;
…3N̂ . The structure of the type I (Fig. 11, the spectrum b) eliminates
the gap Δ2 but retains the gap Δ1 and does not split the identical fre-
quency pass bands marked with ellipses in Fig. 11. The structure of the
type II removes both the undesirable frequency band gaps, Δ1, Δ2, and
the overlapping/degenerate frequency pass bands.
It is obvious that with shortening the sub-beams to the length of L/8
the total pass band extends. Moreover, there is the possibility of using
the pseudo-fractal structure of the next order of complexity-See.
Figs. 12, and 13. The higher the total number of the frequency-surfaces
themore densely these surfaces cover some defined frequency interval.Fig. 10. The unit cells in like-fractal structures of the type I (a) and II (b) based on 1/4- approach (
the lattice nodes, black points – the lattice sub-nodes.For instance, the frequency bandΔ (Fig. 13) is covered with six surfaces
in the case of type-II structure but with twelve surfaces in the case of
type-III pseudo-fractal structure.
It must be noted that in Fig. 12 the red dotsmerely denote geometric
points and not particles of mass.
One can see the almost “flat” frequency-surfaces with narrow pass
band, Δωn = ωn, max − ωn, min, as well as with relative wide pass band
(Δωn~0.1) like the one shown in Fig. 14.
The morphology of the frequency-surfaces reflects the inhomo-
geneity of the system under consideration. This is the intrinsic inho-
mogeneity to which we have alluded in a previous section. In the
areas of high frequencies the corresponding frequency-surfaces
rather extensively in the X-direction but minimally in the Y-
direction (see Fig. 12 and 14b).
The B,C,D-modes in Fig. 6 and C2-mode in the Fig. 8 can be classified
as rotation modes in contradistinction to the A and E-modes in Fig. 6
(for instance). In a general case, every independent eigen column vector
v̂, which is the solution of Eq. (16) and is represented by3N̂ componentsthe size of smallest square is in four time less than the size of the unit cell, L). Olive circles –
a (I)                                       b (II)                                     c (III)
Fig. 12. The 1/8-unit cells in like-fractal structures of type I (a), II (b), and III(c).
10 A.S. Fallah et al. / Materials and Design 164 (2019) 107560(see Eqs. (11), (14), and (15)), may be characterized with the value:
γ ¼ v̂T ∙v̂−
X
i¼3;6;9;::;3N̂







ðv̂iÞ2 describes the partial contribution of the
nodal rotations, when interpreting the type of oscillations correspond-
ing to the column vector v̂. The low values of parameter γ, mean the os-
cillations are rather ‘rotating’ than ‘displacing’ and vice versa.
The ratio L/d greatly influences the types of vibrations in the pseudo-
fractal structures – See. Fig. 15. There, the parameter 〈γn〉 is averaged
over each of the n−frequency-surfaces and the value of γ(k) is defined
by Eq. (17).
6. Conclusions
We may now summarise the results obtained. It has been
established as a fact that the higher frequencies that can be exited in
the simple square lattice (Fig. 5) are almost the same compared toFig. 13. The pass bands spectra for the pseudo-fractal structures of the type I (75 FS's), II
(99 FS's), and III (111 FS's) shown in Fig. 12. To avoid overlapping these diagrams, they
are shifted along the vertical axis. The geometrical parameters are L = 8, d = 0.2. The
upper spectrum is the result for d = 0.05; i.e. the ratio of the length of the shortest sub-
beam to its width is equal to 5 (for most cases) and 20 in the single case of structure III,
respectively.those in the pseudo-fractal structures (as the comparison between the
Fig.'s 10,12 and Fig.'s 11,13 shows) independent of the approach
adopted (i.e. the number, m, of sub-beams). However, with increasing
the order of pseudo-fractal structure (tailorability) the number of
degrees-of-freedom increases. As a result, increasing the frequency sur-
faces number (i) eliminates the frequency gaps (Fig. 9), which can be
useful for acoustic/phononic visibility/detectability e.g. in designing a
sensor, (ii) the classical analogy of the quantum level repulsion flattens
the frequency-surfaces which sufficiently decreases the sound group
velocity in the pseudo-fractal structure, and can be used for practical ap-
plications [64–66]. For instance, the average value of the frequency
pass-bands of the single optical modes, 〈Δωn〉, and its corresponding
standard deviation, δ(Δωn), are equal to 0.047 and 0.030, respectively
for type I pseudo-fractal of Fig. 12, and 0.033 and 0.019 for type III
pseudo-fractal (Fig. 12). Especially low group wave velocities can be
reached along Y-direction (See Fig. 14).
Finally, an important feature of the pseudo-fractal acoustic wave
spectrum must be discussed. In the simple square lattice the single
“rotating” modes alternate with the single “displacing” modes
when the frequency increases (Fig. 7b). In the pseudo-fractal
hyper-lattice structure the rotating modes can be extracted to the
separate wide frequency area – Fig. 15b. Thus, a wide frequency-
gap for the displacing modes emerges that works simultaneously as
the pass-band for rotating modes. Conversely, there are two (lower
and upper) frequency areas that are non-transparent for the rotating
modes (Fig. 15b).
While pseudo-fractal hyper-lattices can be designed with relative
ease and through an iterative procedure they exhibit unique features
unattainable by ordinary lattice design. They also provide the designer
with enough freedom to allow for the design of a light-weight sensor
with alterable pass- and stop- bands.Data availability statement
The raw/processed data required to reproduce these findings cannot
be shared at this time as the data also forms part of an ongoing study.Contribution of authors
The original idea was proposed by A S Fallah and V N Gorshkov.
N Navadeh and A S Fallah derived the equations for the FE beam
model.
V Tereshchuk and VNGorshkov ran simulations and derived disper-
sion surfaces.
All authors contributed to writing the paper.
Fig. 15. Splitting the modes of vibration (frequency surfaces) into the rotation mode group (low 〈γn〉) and the displacing modes (〈γn〉 ≥ 0.2). Results for the 1/8−type III pseudo-fractal
structures presented in Fig. 13. L = 8, d = 0.2 (a) and d = 0.05 (b). The rotation modes in the case shown in Fig. 15b (〈γn〉 ≪ 1) are denoted in Fig. 13 – See the upper diagram.
Fig. 14. Examples of the frequency surfaces in type-III structure a – for the frequency surfaces included to the areamarkedwith the a-rectangular in Fig. 13; b - for the frequency surfaces of
the b-rectangular in Fig. 13.
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